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Die LEaD Light ALU STRIPS MONO HIGHPOWER sind perfekt zur indirekten Beleuchtung und Hinter-
leuchtung z.B. im Messe- und Ladenbau geeignet. Ebenso sind die LEaD Light ALU STRIPS MONO HIGHPOWER 
zur Beleuchtung von Vitrinen und Displays oder als Unterbauleuchte für Möbel gedacht. 

■ dimmbar oder per DMX 512, DALI, 1-10 V ansteuerbar über LED RGB MULTI Netzteile/Controller

ALU STRIP MONO HIGHPOWER

Technische Daten
IP-Klasse: IP40
Spannungsversorgung: 24 VDC
Gehäuse: Metalll silber
Anschluss: 2x Kabel 2-POL auf offenes Kabelende
maximale Anzahl
pro Einspeisung:

6 m

Umgebungstemperatur: –10° C bis +45° C

Photometrische Daten
LED Typ: EDISON 3 Watt Highpower
Lichtstrom: Weiß 700 Lumen pro 0,5 m

Warm weiß 600 Lumen pro 0,5 m
Farbtemperatur: Weiß 6500 K

Warm weiß 3000 K
CRI: Weiß 70

Warm weiß 80
Abstrahlwinkel: 15° und 45°

*Tatsächliche Leistungsaufnahme / Actual power consumption

Produkttypen / Product Type

Artikel-Nr.
order code

Farbe
colour

Abstrahlwinkel
beam angle

LED Anzahl
LED pcs

LED Leistung
LED power

Leistungsaufnahme*
Power consumption*

Gewicht
weight

EEI
EEI

PRL6004H1 weiß / white 15° 5 15 Watt 15 Watt 0,4 kg A
PRL6004H4 weiß / white  45° 5 15 Watt 15 Watt 0,4 kg A
PRL6006H4 warm weiß / warm white  45° 5 15 Watt 15 Watt 0,4 kg A

  Photometrische Daten können fertigungsbedingt von Produktions-
  serie zu Produktionsserie innerhalb der EG Richtlinie abweichen.

The LEaD Light ALU STRIPS MONO HIGHPOWER are perfect for indirect and background lighting e.g. 
 for fair or shop applications. The LEaD Light ALU STRIPS MONO HIGHPOWER can also be used for illumina-
 tion for show cases and display cases or as under cabinet light.

 ■ dimmable or DMX 512, DALI, 1-10 V controllable by LED RGB MULTI power supplies/controller

Technical Data
IP classification: IP40 
Power source: 24 VDC
Housing: metal silver
Electrical connection: 2x cable with 2-PIN to open wires
Maximum quantity
per power input:

6 m

Operating temperature
range: 

–10° C till +45° C

Photometric Data
LED type: EDISON 3 Watt high power
Luminous flux: white 700 Lumen per 0,5 m

warm white 600 Lumen per 0,5 m
Colour temperature: white 6500 K

warm white 3000 K
CRI: white 70

warm white 80
Beam angle: 15° and 45°

Due to conditions of production photometric data can vary from 
production batch to production batch within the EU directive.



Technische Änderungen und Irrtümer behalten wir uns vor.
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