LEaD LIGHT

Experts in LED

ALU STRIP MONO SMD

200mm/500mm/1000mm

.

B= Die LEaD Light ALU STRIPS MONO SMD sind perfekt zur indirekten Beleuchtung und Hinterleuchtung
z.B. im Messe- und Ladenbau geeignet. Die LEDs sind in ein Aluminiumprofil eingegossen. Befestigung durch
zwei Metallclips.

= AnschluBBstecker sind nicht IP53
= dimmbar oder per DMX 512, DALI, 1-10 V ansteuerbar Gber LED RGB MULTI Netzteile/Controller

Technische
IPKlasse:
Spannungsversol
Gehduse:
Anschluss:

maximale Anzahl

pro Einspeisung:

Umgebungstemperatur:

Daten
IP53
rgung: 24 VDC
Metalll silber
1x Kabel mit 2-POL Stecker ménnlich

1x Kabel mit 2-POL Stecker weiblich
8m

-10° C bis +45° C

Photometrische Daten

LED Typ:
Lichtstrom:

Farbtemperatur:

CRI:
Abstrahlwinkel:

SMD LEDs ULTRA BRIGHT (3-in-1)

Weify 1200 Lumen prom
Warm weify 1100 Lumen pro m
Weif3 6000 K

Warm weify 3200 K

80

120°

Photometrische Daten kénnen fertigungsbedingt von Produktions-
serie zu Produktionsserie innerhalb der EG Richtlinie abweichen.

The LEaD Light ALU STRIPS MONO SMD are perfect for indirect and background lighting e.g. for fair or

shop applications. The LEDs are moulded in an aluminium profile. Installation with two metal clamps.

= Supply connectors are not IP53
= dimmable or DMX 512, DALI, 1-10 V controllable by LED RGB MULTI power supplies/controller

Technical Data

IP classification:
Power source:

Housing:

Electrical connection:

Maximum quantity

per power input:

Operating temperature

range:

P53
24 VDC
metal silver

1x cable with 2-PIN connector male
1x cable with 2-PIN connector female

8m

-10° Ctill +45° C

Produkttypen / Product Type

Photometric Data

LED Typ:

Luminous flux:
Colour temperature:

CRI:

Beam angle:

SMD LEDs ULTRA BRIGHT (3-in-1)

white 1200 Lumen per m
warm white 1100 Lumen per m
white 6000 K

warm white 3200 K

80

120°

Due to conditions of production photometric data can vary from
production batch to production batch within the EU directive.

Artikel-Nr. Farbe Lénge LED Anzahl LED Leistung  Leistungsaufnahme*  Gewicht  EEI

order code colour length LED pcs LED power Power consumption*  weight EEI

PRL6024S weif} / white 20 cm 12 2,9 Watt 3 Wait 0,06 kg A+
PRL6014S weil3 / white 50 cm 30 7,2 Watt 6 Watt 0,14 kg A+
PRL6004S weif3 / white 100 cm 60 14,4 Watt 13 Watt 0,26 kg A+
PRL6026S warm weif} / warm white 20 cm 12 2,9 Watt 3 Wait 0,06 kg A+
PRL6016S warm weify / warm white 50 cm 30 7,2 Watt 6 Watt 0,14 kg A+
PRL6006S warm weify / warm white 100 cm 60 14,4 Watt 13 Watt 0,26 kg A+

*Tatsachliche Leis

tungsaufnahme / Actual power consumption
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Technische Anderungen und Irrtiimer behalten wir uns vor.



