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DN130B D217 1xLED20S/840

1 x 2500 lm

LVA1605013 2017-02-22

Light output ratio 0.91
Service upward 0.00
Service downward 0.91

CIE flux code 61 91 98 100 91

UGRcen (4Hx8H, 0.25H) 28
UTE71-121: 0.91C + 0.00T

Polar intensity diagram

(cd/1000 lm) L.O.R.= 0.910o
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Quantity estimation diagram
nr. of luminaires
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hroom: 2.8 m
Reflectances: 0.70, 0.50, 0.20
Maintenance factor: 1.0
Ceiling mounted

UGR diagram
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Utilisation factor table

Ceiling mounted

Room
Index
k

Reflectances for ceiling, walls and working plane (CIE)

0.60
0.80
1.00
1.25
1.50
2.00
2.50
3.00
4.00
5.00

0.80
0.50
0.30

0.51
0.61
0.70
0.77
0.83
0.91
0.96
1.00
1.04
1.07

0.80
0.50
0.10

0.49
0.58
0.65
0.71
0.75
0.81
0.85
0.87
0.90
0.92

0.70
0.50
0.30

0.51
0.60
0.68
0.76
0.81
0.89
0.94
0.97
1.01
1.03

0.70
0.50
0.20

0.49
0.59
0.66
0.73
0.77
0.84
0.88
0.91
0.95
0.97

0.70
0.50
0.10

0.48
0.57
0.64
0.70
0.74
0.80
0.84
0.86
0.89
0.91

0.70
0.30
0.10

0.42
0.51
0.58
0.65
0.70
0.76
0.81
0.84
0.87
0.89

0.50
0.30
0.10

0.42
0.51
0.58
0.64
0.69
0.75
0.79
0.82
0.85
0.87

0.50
0.10
0.10

0.38
0.47
0.54
0.60
0.65
0.73
0.77
0.80
0.84
0.86

0.30
0.30
0.10

0.42
0.50
0.57
0.63
0.68
0.74
0.78
0.81
0.84
0.86

0.30
0.10
0.10

0.38
0.47
0.54
0.60
0.65
0.72
0.76
0.79
0.82
0.84

0.00
0.00
0.00

0.36
0.45
0.52
0.58
0.63
0.70
0.74
0.77
0.80
0.82
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1 x 2500 lm

LVA1605013 2017-02-22

Polar intensity diagram

(cd/1000 lm) L.O.R.= 0.910o
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Technische Änderungen und Irrtümer behalten wir uns vor.

LEaD LIGHT GmbH
Hoogeweg 132

47623 Kevelaer

Tel.: +49 2832/975208-0
Fax: +49 2832/975208-88

Web: www.LEaD-LIGHT.de
Mail: info@LEaD-LIGHT.de


