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RF MONO REMOTE CONTROLLER

The LEaD Light RF MONO remote controller can dim in combination with the RF PWM DIMMER 4-CHANNEL 
LED luminaires without intensive installation work.

■ easy dimming with a dim wheel
■ Enable to control 4 different zones separately or parallel.
■ saving of 3 different light temperatures for each zone
■ each zone can be connected to endless RF PWM DIMMER
■ each RF PWM DIMMER can be controlled by max. 8 RF remote controllers
■ 868 MHz, 20-30 m distance of transmission indoors 

Die LEaD Light RF MONO Funkfernbedienung ermöglicht in Verbindung mit dem RF PWM DIMMER 
4-KANAL das Dimmen von 4 Zonen ohne großen Installationsaufwand.

■ einfaches Dimmen mittels Dimmrad
■ Steuern von 4 verschiedenen Zonen, separat oder parallel
■ Abspeichern von 3 verschiedenen Helligkeitsstufen je Zone
■ Jede Zone kann mit beliebig vielen RF PWM DIMMERN verbunden werden.
■ Jeder RF PWM DIMMER kann von maximal 8 Funkfernbedienungen gesteuert werden.
■ 868 MHz, 20-30 m Übertragungsdistanz innerhalb von Räumen

Technische Daten
Abmessungen (l x b x h): 120 x 55 x 18 mm
Batterien (nicht inklusive): 3x AAA (3x 1,5 VDC = 4,5 VDC)
Gewicht: 0,05 kg

Technical Data
Dimension (l x w x h): 120 x 55 x 18 mm
Batteries (not included): 3x AAA (3x 1,5 VDC = 4,5 VDC)
Weight: 0,05 kg

Produkttypen / Product Type

Artikel-Nr.
order code

Bezeichnung
description

PRL513174 RF MONO REMOTE CONTROLLER schwarz / black
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Technische Änderungen und Irrtümer behalten wir uns vor.
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