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Aluminium-
Metallkernleiterplatte 
Ø120mm, 2-kanalig

DR578273xx/xx

Kategorie: LED-Leiterplatten

2016-06-07

R001

LED-Leiterplatte, 12 LEDs aufgeteilt auf 2 Kanäle
LED PCB, 12 LEDs divided at 2 channels

Technische Daten / specifications:

Typ / Anzahl LED Samsung LH351B/ 6Stk. pro Kanal
LED type / quantity                                  Samsung LH351B / 6pcs every channel 

Abstrahlwinkel 115°
beam angle

Abmessung (Ø)              Ø 120mm 
dimension (Ø)

Material /-stärke Aluminium / 1,5mm 
material / thickness

LED Farbe
LED colour

Farbtemp.
colour temp.

CRI
CRI

Vorwärts-
strom
forward
current

Nenn-
leistung
rated power

Lichtstrom je Kanal
luminous flux each 
channel

Artikelnr.
Item 
number.

neutralweiß

neutral white
typ. 4000K >80

350mA

700mA

ca. 6W

ca. 12,7W

ca.  720lm

ca. 1200lm DR578273

30/40warmweiß

warm white
typ. 3000K >80 

350mA

700mA

ca. 6W

ca. 12,7W

ca.  660lm

ca. 1170lm

kaltweiß

cool white
typ. 6500K >80 

350mA

700mA

ca. 6W

ca. 12,7W

ca.  840lm

ca. 1380lm DR578273

30/65warmweiß

warm white
typ. 3000K >80 

350mA

700mA

ca. 6W

ca. 12,7W

ca.  660lm

ca. 1170lm

neutral/warm

neutral/warm
typ. 3000K >80 

350mA

700mA

ca. 6W

ca. 12,7W

ca.  660lm

ca. 1170lm DR578273

30/30warm/warm

warm/warm
typ. 3000K >80 

350mA

700mA

ca. 6W

ca. 12,7W

ca.  660lm

ca. 1170lm



Technische Änderungen und Irrtümer behalten wir uns vor.
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Es sind die typischen Farbtemperaturen und CRI-Werte der LEDs angegeben, da diese je nach 
Ansteuerung der Kanäle variieren. 
Bei Einbau der Leiterplatte muss darauf geachtet werden, dass eine ausreichende Wärmeableitung 
stattfinden kann. Bitte Kühlkörper benutzen.
There are the typical colour temperatures and CRI values of the LEDs indicated, as these vary depending 
on the control of the channels. 
When installing the PCB must make sure that sufficient heat dissipation is guaranteed. Please use 
heatsink.

Ökodesign-Richtlinie / ecodesign directive

Einstufung durchgeführt gemäß 2009/125/EG
classification according to                       2009/125/EC

Energieeffizienzklasse A+
energy efficiency class

 


